
Description
Special active solvent with a high-tech additive com-
bination for removing typical contamination and de-
posits found in the diesel intake and throttle valve
areas. Dissolves and removes all greasy deposits and
contaminants such as oil, resins, adhesive residues,
etc. Guarantees operability of all moving parts and re-
duces fuel consumption. Increases the reliability of
diesel-powered engines.
Recommended for preventative use during the in-
spection. Suitable for vehicles with EGR (exhaust gas
recirculation) valve and DPF (diesel particulate filter).

Properties
optimizes economical use-
simple to use-
cleaning possible without dismantling-
suitable for diesel particulate filters-
rapid cleaning-
good cleaning action-

Technical data
Density 1,00 g/ml
Odor Charakteristisch /

characteristic
Form Flüssig, aerosol / liquid,

aerosol
Color / appearance Bernstein, trüb / amber,

cloudy
Base Lösungsmittelgemisch /

mixture of solvents
Flash point -20 °C

DIN 51755 (Abel-Pensky,
closed cup) Aceton

pH value ~ 8,5

Areas of application
For cleaning the entire intake system. Suitable only
for use in diesel engines!

Application
Create access to the intake pipe and remove contam-
ination by means of a spray stream. Thanks to the
long spray probe, the entire intake duct can be
cleaned. Start engine and clean the admission tract in
short spray intervals (2-3 second) with the engine
running (2000 rpm). With an extreme increase in rpm
(>1000 rpm) during treatment, stop the dosage of the
spray rate. Important: Application only with engine
running.

Available pack sizes
400 ml Can aerosol 5168

D-GB-I-E-P
400 ml Can aerosol 2388

D-NL-F-GR-ARAB
400 ml Can aerosol 2858

D-DK-FIN-N-S
412 g Can aerosol 2730

GB-AUS

Our information is based on thorough research
and may be considered reliable, although not
legally binding.
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